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On the Nonuniform Deformation
of the Cylinder Compression Test
A theoretical model based on Hill’s general method is developed in the present stu
calculate the flow stress in a cylindrical specimen under axial compression in the
ence of friction at the die-specimen interface. Unlike most of the published methods
studied the incipient barreling only, the proposed theoretical model takes the barr
shape of the deforming specimen into account. In order to construct the stress-
curve, the mean effective strain of the barreled specimen was also calculated on the
of an assumed velocity field. As the present study shows, the proposed theoretical
provides good results, both in magnitude and in trend, for the prediction of flow stre
in the barreled specimen during the compression test.@S0094-4289~00!00602-2#
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1 Introduction
The cylinder compression test has been widely adopted for

termining a material’s flow stress as a function of the strain dur
the compression of cylindrical specimens between two flat die
the friction is absent at the die-specimen interface, the defor
tion in the cylinder is uniform and the free surface of the cylind
remains straight during the compression. Thus, the flow stres
the specimen is simply the value obtained by dividing the app
force ~P! by the contact area of die-specimen interface~A!, and
the effective strain is the same as the axial compressive s
given by ln(2Ho/2H), where 2H0 and 2H are the initial height
and the instantaneous height of the deforming specimen, res
tively. In reality, due to the presence of friction at the di
specimen interface, the radial displacement of the material
the interface is restrained while the remaining portion of the sp
men bulges out changing the free surface into the form of a ba
The barreled shape leads to an inhomogeneity of deformation,
therefore, the method used to calculate the flow stress and
effective strain for the uniformly deformed specimen is n
applicable.

Many theoretical methods have been proposed to derive
flow stress for a barreled specimen. Siebel@1# assumed no barrel
ing and a low coefficient of friction, and derived a simple we
known formula for the relationship between the mean axial pr
sure acting at the die-specimen interface and the flow stress o
material under frictionless uniaxial compression. With the use
the upper-bound method, Avitzur@2# has determined a relation
ship between the applied load and flow stress of the material f
cylinder under uniaxial compression with friction at the di
specimen interface. Later, Lee and Altan@3# also proposed an
upper-bound velocity field that considers bulging of the cylind
during the upsetting. They developed computer programs to
termine the strain, strain-rate, velocity, and flow-stress distri
tions. Although the previous works mentioned above have ta
the effect of friction into consideration, the efforts were main
focused on the incipient barreling of the free surface. In ot
words, the specimen with a straight free surface was used fo
analysis, and no attempt was made to consider a barrel-sh
specimen for the analysis.

Since the compression load acting on any cross-sectional
of the barreled specimen has the same value, another way to
culate the flow stress of the specimen may rest on the analysi
the mean cross sectional area. Following this concept, a sim
expression for the flow stress~Y! is therefore suggested as
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Y5
P

Ā
, (1)

whereĀ is the mean cross-sectional area obtained by dividing
volume of the specimen (V) by the instantaneous height 2H of
the specimen. This method is termed the ‘‘mean flow str
method’’ thereafter in this paper.

In 1983, Ettouney and Hardt@4# extended the concept, whic
Bridgman@5# had developed for calculating the stress distributi
at the neck of tensile specimen, to determine the flow stress o
barreled specimen. Considering the barreled shape in the ana
they derived a formula of the following nature:

Y5~sz!mH F12
2R

R2
G• lnF12

R2

2RG J 21

, (2)

where

~sz!m5
P

pR2
2 ,

Y is the flow stress of the material under frictionless uniax
compression,P is the compression load,R is the radius of the
bulge curvature, andR2 is the maximum radius of the barrele
specimen, as shown in Fig. 1.

In the present study, a theoretical model based on Hill’s gen
method was developed to calculate the flow stress of the ba
shaped specimen, which is compressed under frictional condi
In the theoretical model, the longitudinal nonuniformity was u
der investigation, and an expression for the flow stress in term
the compression load and the geometric parameters defining
barreled specimen was obtained. Finite element simulations w
also performed in the present study in order to validate the th
retical calculation. The flow stresses calculated according to
proposed theoretical model are compared with the true flow st
and with those predicted by the Ettouney and Hardt’s form
~termed the ‘‘E-H formula’’ for short!, and the mean flow stres
method, based on the compression loads and the geometric pa
eters obtained from the finite element simulations.

It should be noted that the strain distribution of the barre
specimen is also not uniform and the effective strain cannot th
fore be determined explicitly. Nevertheless, the overall axial co
pressive strain has been commonly used by researchers, wi
proof, to approximately represent the effective strain. In
present study, an admissible velocity field was proposed to ca
late the mean effective strain, and the detailed derivation is p
sented following the calculation of the flow stress.
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2 Calculation of the Flow Stress
In 1963, Hill @6# proposed a new method of analysis for met

forming processes based on a variational principle. Although
believed that the proposed method comes close to the ideal,
few investigations on the method have appeared in the publis
literature. Among them, Lahoti and Kobayashi@7# carried out the
analysis of ring compression with barreling, spread in Stec
rolling, and thickness change in tube sinking.

Hill’s method begins by selecting a class of velocity fieldv i
from which the best approximation will eventually be taken. T
selected velocity field must satisfy all the kinematic conditio
However, the associated stress field in the deformation z
which is determined according to the material constitutive la
will not generally satisfy all the static requirements. Hence,
selection criterion for the best approximating stress fields i j may
be considered as

E
V
s i j

]wj

]xi
dV5E

SI

t jwj dS1E
SC

@~nit i !nj1mklj #wj dS (3)

for a sufficiently wide subclass of virtual orthogonalizing motio
wj , wheret i denotes the surface traction computed from the c
sidered approximating stress fields i j , ni , and nj are the local
unit outward normals,l j is a unit tangent vector opposite in sen
to the relative velocity of sliding in the approximating field, an
mk represents the constant frictional stress with 0<m<1, k being
the shear yield stress. For metal-forming process, the surfaceSof
the deforming zone usually consists of three distinct parts:SC is
the interface between the die and the workpiece;SF is the uncon-
strained surface;SI is the interface between the deforming zo
and the rigid zone. It is to be noted that use of the reverse of
virtual work-rate principle has been made to derive Eq.~3!, and
although the method is applicable to all types of friction, const
friction is adopted in Eq.~3! for simplicity.

In applying Eq. ~3!, the orthogonalizing familywj must be
sufficiently wide and extensive to identify a single approximati
velocity field in the particular class constructed for satisfying
kinematic conditions. Once the orthogonalizing family is chos
the calculus of variations technique is applied to Eq.~3!, treating
wj as a variation parameter. This furnishes a system of equ
rium equations and boundary conditions, suited to the partic
approximating class, allowing us to determine its best mem
~Lahoti and Kobayashi@7#!. The detailed description of the
method can be found in~Hill @6#!.

To facilitate the analysis, the following assumption are mad

Fig. 1 Configurations of barrel-shaped and equivalent
specimens
Journal of Engineering Materials and Technology
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1 The deforming material is isotropic and incompressible.
2 The elastic deformation is negligible, i.e., the material is co

sidered as rigid-plastic.

Now, consider a barrel-shaped specimen under compressio
tween two flat dies which move toward each other with a u
speed at any stage of compression. The specimen has an ins
neous height of 2H and a radius ofR1 at the die-specimen inter
face, as shown in Fig. 1. Since the nonuniform deformation in
z-direction is our main concern, the selected velocity field must
a function ofz. A simple velocity field representing the incipien
barreling of the specimen has been shown by Kobayashi et al@8#
to be in the form

v r5
1
2rF8~z!, vu50, and vz52F~z!, (4)

where v r ,vu ,vz are the velocities in ther, u, and z directions,
respectively, the prime denotes differentiation,F is a function that
is sufficiently differentiable. The velocity field given in Eq
~4! implies the incompressibility of material, whileF(z)
52F(2z), F(H)52F(2H)51 due to the symmetry with re
spect to the mid-plane and the velocity boundary conditions,
spectively. It is reasonable to suppose that the velocity field gi
in Eq. ~4! continues to hold during a finite compression of t
barreled cylinder, and it is therefore adopted in the present st
to calculate the flow stress for the barreled cylinder.

One way to choose the virtual orthogonalizing velocities is j
to take the similar form as that given in Eq.~4!, such as

wr5
1
2rf8~z!, wu50, and wz52f~z!, (5)

with f(z)52f(2z).
Making use of the following conditions:SI50, $nr ,nu ,nz%

5$0,0,1%, and$ l r ,l u ,l z%5$21,0,0%, Eq. ~3! can be written as

2E
0

HH E
A
Fs r

]wr

]r
1su

wr

r
1sz

]wz

]z
1t rzS ]wr

]z
1

]wz

]r D GdAJ dz

52E
A
@szwz2mkwr #z5H dA, (6)

noting thatnj and l i are the unit normal vectors in thez and r
directions, respectively.

Substituting Eq.~5! into Eq. ~6!, yields

2E
0

HH E
A
Fs r

2
f8 1

su

2
f82 sz f81

t rzr

2
f9GdAJ dz

522E
A
Fszf1

mkrf8

2 G
z5H

dA. (7)

Applying integration by parts and rearranging terms, Eq.~7!
becomes

E
0

HE
A
F ~s r1su22sz!f82r

]t rz

]z
f8GdA dz

1E
0

HE
A

]~t rzrf8!

]z
dA dz

52Pf~H !2mkf8~H !E
AH

r dA, (8)

whereP is the compression load given byP52*AH
sz dA, and

AH is the contact area at the die-specimen interface.
Since the area of cross section of the barreled cylinder is it

a function ofz, it is convenient to consider Eq.~8! in relation to an
equivalent specimen having a uniform cross section with a m
areaĀ5V/(2H), whereV is the volume of the specimen whic
remains constant during compression. The configuration of
equivalent specimen is also shown in Fig. 1 by the dashed-l
the equivalent radius being denoted byR̄. With the above as-
APRIL 2000, Vol. 122 Õ 193
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sumption in mind, the integrations with respect todA and dz in
Eq. ~8! can then be interchanged. Consequently, the second
gral on the left-hand side of Eq.~8! can be written as

E
0

HE
Ā

]~t rzrf8!

]z
dA dz5E

Ā
F E

0

H ]~t rzrf8!

]z
dzGdA

5E
Ā
t rz~H !rf8~H !dA, (9)

with t rz50 at z50.
In the cylinder compression with friction at the die-specim

interface, Hill@6# has shown that the von Mises yield criterion c
be taken in the form

sz2
1
2~s r1su!52Y, (10)

to a close approximation.
Substituting Eq.~9! and Eq.~10! into Eq. ~8! and noting that

Pf(H)5P*0
Hf8(z)dz, results in

E
0

HH E
Ā
S 2Y2r

]t rz

]z DdA22PJ f8dz

2f8~H !H mkE
AH

r dA1E
Ā
t rz~H !•r dAJ 50,

(11)

where the first and the third integrals are evaluated over the m
area of the barreled cylinder.

Sincef8 is arbitrary, it follows from Eq.~11! that

E
Ā
S 2Y2r

]t rz

]z DdA22P50, (12)

and

mkE
0

R1

2pr 2 dr1E
0

R̄
~t rz!z5H2pr 2 dr50, (13)

whereR̄ is the radius corresponding to the mean areaĀ, andR1 is
the radius of the surface of contact, as shown in Fig. 1.

Integrating out Eq.~13!, yields

~t rz!z5H52S R1

R̄
D 3

mk. (14)

Integrating Eq.~12! with respect toz between the limits 0 toH,
and noting the fact thatt rz50 at z50, gives

E
Ā
@2YH2r ~t rz!z5H#dA22PH50. (15)

Evaluating Eq.~15! at z5H and substituting from Eq.~14!, we
obtain the expression for the compression load as

P5YĀ1
pR1

3mk

3H
. (16)

When the barreling is disregarded, i.e.,R15R̄, andmk is replaced
with mY, Eq. ~16! reduces to the well known Siebel formula.

For the von Mises yield criterion,k5Y/), Eq. ~16! becomes

P5YS Ā1
pR1

3m

3)H
D . (17)

The expression of the flow stress therefore becomes

Y5PS Ā1
pR1

3m

3)H
D 21

. (18)
194 Õ Vol. 122, APRIL 2000
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3 Calculation of Effective Strain
Since the barreling of the cylinder leads to a nonuniform def

mation, the stress-strain relation may be best represented
adopting the mean flow stress and the associated mean effe
strain of the deforming cylinder. In order to determine the me
effective strain, the upper half of the barreled specimen, as sh
in Fig. 1, was considered, with a velocity field suggested
Chakrabarty@9# being adopted, which has the form

v r52ḢH r

2H
1mc8S z

H D J , vu50,

and

vz5ḢH z

H
1

mH

r
cS z

H D J , (19)

where Ḣ is the rate of change of the specimen height,m is an
arbitrary small coefficient representing the frictional condition
the die-specimen interface, andc is an approximating function of
z/H. Also, c(0)5c(1)5c(21)50. The arbitrariness of the
function c, which represents the barreling effect, makes the
locity field flexible enough to include the whole range of possib
shapes of the barreled specimen. The velocity field given in
~19! characterizes the feature of longitudinal nonuniformity in t
barreled specimen, and the associated strain rates are

ė r5
]v r

]r
52

Ḣ

2H
,

ėu5
v r

r
52

Ḣ

H H 1

2
1

mH

r
c8S z

H D J ,

ėz5
]vz

]z
5

Ḣ

H H 11
mH

r
c8S z

H D J ,

ġ rz5
1

2 S ]v r

]z
1

]vz

]r D52
mḢ

2H H c9S z

H D1
H2

r 2 cS z

H D J . (20)

The corresponding expression for the effective strain rateė is
given by

ė25
2

3
~ ė r

21 ėu
21 ėz

212ġ rz
2 !5H 11

2mH

r
c8S z

H D J S Ḣ

H
D 2

,

(21)

the terms of orderm2 being omitted since they are small compar
to unity. This gives the effective strain rate as

ė52
Ḣ

H F11
mH

r
c8S z

H D G , (22)

with the terms of orderm2 being omitted. The negative sign on th
left-hand side of Eq.~22! is used to ensure a positive value for th
effective strain rate.

A mean effective strain rateeG may be defined with sufficien
accuracy as

eG 5
1

pR̄2H
E

0

HE
0

R̄
ė2pr dr dz

52
Ḣ

H H 11
2m

R̄2
E

0

R̄
drE

0

H

c8S z

H
D dzJ

52
Ḣ

H
, (23)
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since c vanishes at both limits of integration, i.e.,c(0)5c(1)
50, R̄ being the radius of the mean area. The total mean effec
strain ē at any stage is therefore given by

ē5E eG dt5E 2
1

H

dH

dt
dt52E

H0

H dH

H
5 lnS H0

H D , (24)

where 2H0 is the initial height of the underformed specime
Equation~24! indicates that the mean effective strain for a b
reled specimen is the same as in the case of compression wi
barreling to a first order of approximation. This result provides
theoretical justification for using the axial compressive stra
ln(Ho /H), or ln(2Ho/2H), as the effective strain to construct th
stress-strain curve for a barreled specimen in the compression

4 Finite Element Model
In an actual compression test, it is very difficult to determi

the exact frictional condition at the interface between die face
specimen; while the coefficient of friction can be easily incorp
rated in the finite element method which has been considered
well-developed technology for the analysis of metal forming p
cesses. It is therefore convenient to perform the finite elem
simulations, instead of conducting experiments, to validate
proposed theoretical model. The procedure begins with the c
struction of the finite element model, as shown in Fig. 2. Beca
of symmetry, only a quarter of the specimen is analyzed. Both
top and bottom dies are considered as rigid and the specime
modeled by 4-node axisymmetric elements, as shown in Fig.
is seen in this figure that the mesh is very dense so that the pr
of the deformed specimen can be determined with sufficient
curacy. The material constitutive relation of the specimen use
the simulations isY5K ēn with K5516 MPa andn50.23, where
ē is the effective plastic strain. Since the barreling of the specim
depends also on the ratio of the initial height (2Ho) to the initial
diameter (do), known as the aspect ratio, in addition to the fri
tion coefficient, specimens of 10 mm in diameter and of two d
ferent heights of 15 mm and 10 mm were used in the simulatio
the corresponding aspect ratios being 1.5 and 1.0, respective

The simulations were performed for both the specimen s
under the frictional conditions specified bym50, m50.3, and
m50.5, respectively. The compression load and the geome
parameters of the deforming specimen, such as the radius o
contact area between die and specimen (R1), the maximum radius
corresponding to the central section of the specimen (R2), and the
instantaneous height of the specimen (2H), as shown in Fig. 1,

Fig. 2 Initial mesh for the finite element simulation „unit: mm …
Journal of Engineering Materials and Technology
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obtained from the finite element simulations are used to calcu
the flow stressesY according to the proposed theoretical mod
the E-H formula, and the mean flow stress method. The predi
flow stresses are then compared with each other and with
given material stress-strain relation for the required validation

The finite element program DEFORM was adopted to perfo
the simulations, and the program was run on a SGI R40
workstation.

5 Results and Discussions
In order to validate the finite element simulation itself as

effective method for providing the necessary information for t
compression loads and the geometric parameters of the bar
specimen, the simulation was first performed for the specimen
is 10 mm in height (2Ho /do51.0) under frictionless condition, so
that the simulation results can be compared with theoretical
dictions. The free surface of the deforming cylinder, obtain
from the finite element simulation, remains straight even unde
large reduction in height to 4 mm. The flow stresses calcula
according to the relationP/A at various effective strains~or axial
compressive strains! during the compression are almost the sa
as those given by the stress-strain curve, as shown in Fig. 3, w
P is the compression load, andA is the cross-sectional area of th
specimen obtained from the finite element simulation. Althou
this good agreement between the simulation results and the t
retical predictions only validates the finite element simulatio
under the frictionless condition, it also implies the feasibility
using this method to simulate the cylinder compression in
presence of friction. It is therefore meaningful to compare the t
flow stress given in the finite element method as input data w
the flow stresses calculated according to the present theore
model, the E-H formula, and the mean flow stress method, us
the compression loads and the geometric parameters of the
forming specimen furnished by the finite element simulati
results.

The compression load at various height reduction ratios (Ho
2H)/Ho for both the specimens under different frictional cond

Fig. 3 Comparison of the simulated flow stresses „PÕA … with
the true flow stresses

Fig. 4 Compression load at various height reduction ratios
„2Ho Õd oÄ1.0…
APRIL 2000, Vol. 122 Õ 195
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tions were obtained from the finite element simulations. The
sults for the specimen of aspect ratio of 1.0 are plotted in Fig
As seen in the figure, the compression load increases as the
ficient of friction increases.

In the E-H formula, the bulge profile is treated as a circular
and the radius of the bulge curvatureR is determined from an
empirical formula~Horton et al.@10#! which has the form

R5
~2H !21~d22d1!2

4~d22d1!
, (25)

whered1 , d2 are the minimum and maximum diameters of t
barreled specimen, respectively, and 2H is the instantaneous
height of the specimen. The finite element simulation results w
utilized to calculate the corresponding radius of the bulge cur
ture for the specimens under different frictional condition acco
ing to Eq. ~25!. Figure 5 shows the calculated radii of the bul
profile versus the mean effective strain of the cylinder with
aspect ratio of 1.0 under constant shear friction given bym
50.1, 0.3, and 0.5, respectively. As seen in Fig. 5, the radiu
the bulge profile decreases almost exponentially with the cur
height, and the specimen under higher friction coefficients
smaller radii of curvature as expected.

With the compression loads and the geometric parameters
erated from the finite element simulation results, the flow stres
calculated according to the proposed theoretical model, the
formula, and the mean flow stress method under various frictio
conditions were evaluated. To limit the length of this paper, o
the results of higher friction coefficients are discussed. The fl
stress calculated from the three methods and the true flow s
are plotted against the mean effective strain in Figs. 6 and
respectively, for the specimen of aspect ratio 1.5 under the
tional conditions corresponding tom50.3 andm50.5. It is seen
in Fig. 6 and Fig. 7 that the mean flow stress method shows g
results over a range of low compressive strains in which the
reling is not significant. However, when the cylinder is deform

Fig. 5 Radius of bulge profile at various effective strains
„2Ho Õd oÄ1.0…

Fig. 6 Comparison of flow stresses at various effective strains
„2Ho Õd oÄ1.5;mÄ0.3…
196 Õ Vol. 122, APRIL 2000
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to large effective strains, sayē>0.8, the calculated mean flow
stress deviates from the true flow stress and the difference
comes larger as the reduction increases, and the overestim
value of the flow stress at higher compressive strains beco
more significant as the coefficient of friction increases. It follow
that the calculation based on the mean cross sectional area (Ā) is
not sufficiently accurate, and the flow stress calculated from
method requires correction at higher reductions in height.

It is also seen in Fig. 6 and Fig. 7 that the flow stresses p
dicted by the E-H formula agree reasonably well with the tr
flow stresses at lower compressive strains for both the frictio
conditions ofm50.3 andm50.5, but significant differences ar
noted at compressive strains higher than 0.4. As noted in both
figures, the calculated flow stress according to the E-H form
increases very rapidly when the compressive strain is greater
1.0 for m50.3, and greater than 0.8 form50.5. The difference
between the predicted flow stresses and the true flow stresses
be attributed to the magnification of error in the approximate f
mula ~Eq. ~25!! for the radius of curvatureR of the bulge curva-
ture. The rapid increase in the calculated flow stress is due to
fact thatR2 approaches the value of 2R as the strain increases
which makes the term@12R2 /(2R)# appearing in Eq.~2! tend to
zero. WhenR2.2R the flow stress is not obtainable from Eq.~2!.
This suggests that the E-H formula is applicable only to cylind
of relatively large aspect ratios.

The flow stresses calculated according to the proposed the
ical model form50.3 are also plotted in Fig. 6. It is seen in th
figure that the theoretical model underestimates the flow stre
over a range of axial compressive strains lower than 1.2,
overestimates the flow stresses at higher axial compressive str
However, no marked difference is observed almost throughout
compression process. Although the difference would tend to
crease with the increasing compressive strains, the variatio
small and the flow stress still agrees reasonably well with the
flow stress. When the friction coefficient is increased tom50.5,
the flow stress calculated by the proposed theoretical mo
agrees very well with the true flow stress, even for large comp
sive strains, as indicated in Fig. 7, while the other two theor
result in significant deviations from the true flow stress. Figure
also suggests that the proposed theoretical model would pro
better results for specimens with significant barreling. On
whole, the proposed theoretical model is an improvement over
E-H formula and the mean flow stress method, both of wh
predict significantly higher flow stresses at higher compress
strains, and therefore increasingly deviate from the true flow st
of the material.

The comparison of the flow stresses calculated by the th
methods with the true flow stress is also made in Fig. 8 for
specimen with an aspect ratio of 1.0 and a friction coefficient
0.5. The lower the aspect ratio, the less is the radius of the ba
curvature, implying that an infinitely long cylinder would not ba
rel at all, as suggested by Johnson and Mellor@11#. Hence, de-
creasing the aspect ratio from 1.5 to 1.0 significantly decreases

Fig. 7 Comparison of flow stresses at various effective strains
„2Ho Õd oÄ1.5;mÄ0.5…
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barrel radius when subjected to the same height reduction r
thereby significantly increasing the inhomogeneity of deform
tion. It is seen in Fig. 8 that the proposed theoretical model
predicts the flow stress consistently in close agreement with
true flow stress, and is superior to those given by the other
theories. This confirms the validity of the proposed theoreti
model for calculating the flow stress for a barreled specimen
der axial compression over the whole range of reductions
height.

6 Summary and Concluding Remarks
The purpose of this paper is to calculate the flow stresses f

barreled specimen, resulting from the presence of frictional fo
at the die-specimen interface during the compression test.
finite element simulations, instead of experimental results, w
employed to generate the compression loads and the geom
parameters of the barreled specimen to validate the theore
model developed in the present study. Unlike most of the p
lished methods, which studied the incipient barreling only,
proposed theoretical model takes the continued barreling of
deforming specimen into account. As the present study shows
analysis which is based on Hill’s general method for metal for
ing problems has yielded better results, both in magnitude an
trend, for the prediction of flow stresses in the barreled specim
in a compression test. It is also noted from the comparison m
between the three methods that the proposed theoretical m
can be used more effectively to the cylinder compression test
significant degrees of barreling.

In spite of extensive derivations and complex integrations
quired in its application, Hill’s general method is certainly bas
on sound mathematical principles, and is flexible enough for

Fig. 8 Comparison of flow stresses at various effective strains
„2Ho Õd oÄ1.0;mÄ0.5…
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troducing various simplifying assumptions. The satisfactory e
mate of the flow stress for the barreled specimen under inho
geneous compression indicates that the assumptions made i
proposed theoretical model are sufficiently realistic.

The velocity field adopted in the present study to calculate
mean effective strain for the barreled specimen also proves t
effective. The fact that the mean effective strain of the barre
specimen is approximately equal to the overall axial compres
strain to the first order simplifies the construction of the stre
strain relation in the compression test.

Furthermore, although the analysis correctly predicts the m
trend for the flow stresses in a barreled specimen during the c
pression test, the proposed theoretical model would tend to un
estimate the flow stress of specimen at lower compressive str
However, the difference between the calculated flow stresses
the true flow stresses is not significant. It is suggested that
inclusion of a shape factor in Eq.~18!, which can allow for the
change in the barrel geometry during the compression, might
prove the accuracy of the proposed theoretical model.
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