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The effects on the transient capillary flow in a wedge due to the interfacial shear-stress distribution
Salong the flow directionz is studied theoretically. With the assumptions of a slender liquid column
and negligible gravitational and inertia effects, the problem is reduced to finding the axial velocity
distribution at any cross section. The propagation of the liquid columnh(z,t) and the tip location
l (t) are then solved with the aid of the continuity equation. When the half-wedge anglea, the
contact angleu, and the shear-stress distribution on the free surfaceSare constant, analytic solutions
exist. Otherwise, numerical simulation has to be applied. The results indicate that whenS(z) is
acting in the flow direction, the flow is strengthened and the liquid column propagates faster. When
S(z) is opposing the flow direction, reverse flow may exist near the free surface and the propagation
speed of the liquid column is reduced. Moreover, for a capillary flow in a wedge with constanta,
u, and S, both the analytic solutions and the numerical simulation predict thatl (t)}t3/5 for the
constant-flow-rate stage andl (t)}t1/2 for the constant-height flow stage. WhenS is a function of the
flow directionz, the above functional relationship betweenl andt becomes no longer valid; it varies
as the liquid column propagates along the wedge. ©2004 American Institute of Physics.
@DOI: 10.1063/1.1714791#

I. INTRODUCTION

The capillary flows in a wedge arise in various industrial
applications and are of technical interests. On earth, these
flows are usually negligible or limited in extent due to the
presence of gravity, as can be seen from the Bond number,
Bo[Dr•g•L2/s, with Dr denoting the density difference
across the fluid interface;g, the gravity;L, the characteristic
length scale, ands, the surface tension. However, the capil-
lary wedge flows still have various terrestrial applications
such as flows in porous media and flows spreading along
interior corners or grooves as faced in the oil industry, envi-
ronmental technology, micro heat pipes, etc. In the micro-
gravity environment of space, such flows and the capillary
effect may become prevalent in fluid systems of large extent
and possess particular importance in space technology.1,2 In-
space applications include all kinds of fluid management and
control such as the handling and storage of fuel propellants
and biological wastes, design of heat exchangers and heat
pipes, etc.

Investigations on the capillary flows in interior corners,
which are also called grooves or wedges, in the past four
decades have covered problems of static interfacial shape,3–7

dynamic flow behavior,8–19 and instability phenomenon.20,21

The effects of the contact angle~u! and wedge angle~2a! on
the capillary statics were well addressed in the literature. The
spreading of the capillary flow along a wedge depends also
on the contact angle and wedge angle. The criterionu,p/
22a for a spontaneous wicking into wedges were derived by
Concus and Finn, and is often referred to as the Concus–
Finn condition.4,5 Since then, a great number of investiga-
tions have been devoted to the flow behavior and heat trans-
fer in grooves both theoretically and experimentally.

The studies by Ayyaswamy, Catton, and Edwards8 and

by Ransohoff and Radke15 both focused on the two-
dimensional hydrodynamic solution of a capillary flow in a
wedge. In their analyses, different approaches to the dimen-
sionless velocity distribution at any cross section along the
flow direction were employed with the interfacial shear
stresses neglected. The effects on the flow behavior due to
the variation of the contact angle and wedge angle were dis-
cussed.

In the research by Ma, Peterson, and Lu,12 an assump-
tion of a constant velocity at the free surface was made and
the velocity distribution at any cross section along the flow
direction was obtained analytically. The friction factor was
thus calculated numerically and the effects due to the vapor–
liquid interaction were discussed. Ma and Peterson then con-
tinued a series of analyses to further investigate the friction
factor13,14 and the heat transfer in a micro heat pipe.22,23

Catton and Stroes24 presented a semianalytical model for
the heated inclined triangular capillary grooves. By the bal-
ance of the axial body force with the capillary effect, they
concluded with a series of design curves, which can be ap-
plied to the estimation of the wetted length in the capillary
grooves for a variety of operating conditions.

Most of the studies on the dynamics centered on the
steady-state flow behavior and heat transfer. Weislogel and
Lichter19 observed experimentally three stages in a transient
capillary wedge flow: The start-up stage followed by a
constant-flow-rate stage, then a constant-height flow stage.
They also presented an asymptotic formulation on the limit
of a slender liquid column with small inertia and solved ana-
lytically the tip location of a transient capillary flow in an
interior corner for the latter two flow stages, i.e., the
constant-flow-rate stage and the constant-height flow stage.
Similarity solutions were also obtained by Romero and
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Yost16 indicating that the position of the wetting front is pro-
portional to (Dt)1/2 where D is a diffusion coefficient. In
both the analyses, the zero shear stress conditions on the free
surface were assumed and similarity solutions were then ob-
tained. However, in many applications, especially in heat
pipe, the interaction between the wedge flow and the gaseous
~or vapor! flow on the free surface are important.

Accordingly, the present work is aimed at analyzing the
transient behavior of capillary flows in a wedge with the
consideration of the interfacial shear stresses. The velocity
distribution at any cross section of the flow will be solved
numerically. Then a defined flow coefficientFi will be cal-
culated and shown to be dependent on the wedge angle, the
contact angle, and the shear stresses imposed on the free
surface. It is followed by a formulation from the continuity
equation to simulate the propagation of the liquid column
along the wedge. IfFi is independent of the flow direction,
the formulation can further be reduced to a similarity equa-
tion as presented by Weislogel and Lichter.19 However, since
the interfacial shear stress distribution is allowed to vary
along the flow direction, so doesFi . Consequently, the simi-
larity solution becomes invalid. Therefore, a numerical solu-
tion has to be developed to simulate the transient flow mo-
tion. Two flow situations, i.e., the constant-flow-rate situation
and the constant-height situation, will be calculated to simu-
late the flow behavior at two different stages of a capillary
wedge flow. Results will finally be presented and discussed
systematically.

II. ASSUMPTIONS AND MATHEMATICAL
FORMULATION

A. Assumptions and momentum equation

The present work is aimed at simulating the motion of a
capillary flow along an interior corner of a container, a
wedge, or a groove, with a shear stress distribution imposed
on the free surface along the flow direction. The schematic
diagram of the physical model and the coordinate system
employed are shown in Figs. 1 and 2. In order to simplify the
mathematical manipulation and analysis, the following basic
assumptions are made:

~1! The working fluid is incompressible and Newtonian.

~2! The gravitational effect is negligibly small.
~3! The liquid column is assumed to be slender. That is,

the characteristic length scale in the transverse directionH0

is small compared with that in the flow directionL0 .
~4! The lubrication approximation is applied to the

wedge flow.
~5! A static contact angle is employed. This approxima-

tion is acceptable when the fluid velocity perpendicular to
the contact line is small.

The second assumption can also be represented by a
small value of Bond number, as introduced in last section.
Assumption~4! implies that the mechanism of the capillary
flow along a wedge is the balancing between the pressure
gradient due to the capillary effect and the viscous force.

The slenderness of the flow configuration as indicated by
assumption~3! possesses the following five implications:

~1! The surface curvature along the flow direction is
negligibly small compared to that of any cross-section.

~2! The transverse flow velocities are small compared to
the axial flow velocityVZ as can be derived from the scaling
analysis of the continuity equation.

~3! The pressure distribution is uniform in the transverse
direction across the liquid column. Thus,P5P(Z,t) in the
present study.

~4! The free surface at any cross section is a circular arc
as a consequence of implication~3!.

~5! Under the assumption of slenderness, the variation
of VZ in the flow direction is much smaller than the variation
in the transverse direction.

Consequently, the problem is reduced to the calculation
of VZ at any cross section as a function of the wedge anglea,
the contact angleu, and the shear stress distributionS at the

FIG. 1. Schematic diagram of the physical model.

FIG. 2. The schematic diagram of a cross-section of the capillary wedge
flow and the coordinate system employed.
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free surface. The corresponding momentum equation is thus
reduced to the following quasi-steady form:

]2VZ

]R̂2
1

1

R̂

]VZ

]R̂
1

1

R̂2

]2VZ

]f2
5

1

m
S dP

dZ
D . ~1!

The associated boundary conditions are as follows:
~1! No-slip boundary condition is applied at the solid

wall.
~2! Since the geometry and, hence, the flow are symmet-

ric with respect to the mid-plane of the wedge, the derivative
of VZ in the azimuthal direction at the mid-plane must van-
ish.

~3! The shear stress distribution on the free surface
needs to be satisfied.

Incorporated with the continuity equation, the propaga-
tion of the liquid column along the wedge, or the tip location
L, can then be determined.

B. Nondimensionalization and formulation

In order to facilitate and generalize the discussion of the
results of analysis, an appropriate nondimensionalization
scheme needs to be employed. Let the lengths in theR̂- and
Z-directions be scaled byH0 andL0 , with H0 representing a
certain liquid height at the mid-plane of the wedge andL0 , a
certain length of the liquid column in theZ-directions. With
the assumption of slenderness, we then havee[H0 /L0!1.
The cross-sectional area is scaled byH0

2. The pressure is
scaled by (s/R0) with s denoting the surface tension and
R0 , the characteristic radius of the free surface. Time is
scaled by (L0 /W0) with W0 denoting the characteristic ve-
locity in the Z-direction, which is determined, according to
Eq. ~1!, from the balance between the viscous effect and the
pressure gradient in the flow direction, i.e.,W0

5P0H0
2/mL0 . However, as suggested by Weislogel and

Lichter,19 W0 is modified asP0H0
2 sin2 a/mL0 to account for

the geometric effect. The present study will thus adopt this
expression forW0 .

In order to convert the expression for the reference pres-
sure in terms ofH0 , certain geometric relations need to be
derived first. For the convenience of mathematical manipu-
lation and subsequent numerical calculations, a polar coordi-
nate system located at the center of the circular arc of the
free surface will be employed. The azimuthal angle and the
radial position are denoted, respectively, byd and R in this
coordinate system, as shown in Fig. 2. LetRc denote the
radius of the free surface andRw , the radial distance from
the new coordinate center to the wedge walls. It can be
shown that

Rw~d!5Rc•
cosu

sin~a1d!
. ~2!

Accordingly, the liquid height at the centerline of any cross
sectionH can be related toRc as

H5Rw~d50!2Rc5Rc•S cosu

sina
21D5Rc• f 21, ~3!

with

f 5S cosu

sina
21D 21

, ~4!

a geometry factor. Therefore,

Rc5 f •H. ~5!

The reference pressureP0 can now be expressed in terms of
H0 as

P05s/ f H0 , ~6!

with R05 f •H0 .
Consequently, we haveW05s•e sin2 a/m•f.
To further predict the propagation of the liquid column

or the dimensionless tip location of the liquid column, the
following dimensionless form of the mass conservation is
employed:

]A

]t
52

]

]z
~A• v̄Z!, ~7!

where A is the cross-sectional area andv̄Z , the averaged
vZ-velocity. By defining

A52•E
0

d0E
r c

r w
rdrdd5FA•h2, ~8!

with

FA[ f 2
•S sin 2d0

2
1

sin2 d0

tana
2d0D , ~9!

Eq. ~7! can be rewritten as follows:

]

]t
~FA•h2!52

]

]z
~FAh2

• v̄z!. ~10!

In the above expressions,r c5Rc /H05 f h, r w5Rw /H05r c

•cosu/sin(a1d), and d05p/22a2u, the azimuthal angle
of the contact line.

Furthermore, sincev̄Z can be expressed in terms ofhz as

v̄Z52Fi•hZ , ~11!

which will be derived in Sec. III A withFi defined as the
flow coefficient, Eq.~10! is reduced to

]

]t
~FA•h2!5

]

]z
~FA•Fi•h2hz!. ~12!

For flow situations with constant wedge angle and contact
angle, FA is a constant and thus Eq.~12! can be further
reduced to

2
]h

]t
52Fi S ]h

]zD 2

1
]Fi

]z
•h

]h

]z
1Fi•h

]2h

]z2
. ~13!

Equation~13! is then used to calculate the propagation
of the liquid column and predict the tip location,l. In order
to do so,Fi and thus the velocity distribution at any cross
sectionVZ need to be determined first and are discussed in
next section. The details of the numerical computation of the
tip locations will be presented in Sec. IV.
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III. VELOCITY DISTRIBUTION AND FLOW
COEFFICIENT

From the momentum equation and the associated bound-
ary conditions as listed in Sec. II, the velocity distribution at
any cross section of a capillary wedge flow will be solved
numerically. For the convenience of numerical computations,
the polar coordinate system located at the center of the cir-
cular arc of the free surface is used. The azimuthal angle and
the radial coordinate are denoted respectively byd andR, as
shown in Fig. 2. The momentum equation, i.e., Eq.~1!, is
then rewritten as, in this coordinate system,

]2VZ

]R2
1

1

R

]VZ

]R
1

1

R2

]2VZ

]d2
5

1

m S dP

dZD . ~14!

With the nondimensionalization scheme introduced in Sec.
II B, Eq. ~14! is further reduced to

]2vZ

]r 2
1

1

r

]vZ

]r
1

1

r 2

]2vZ

]d2
5

1

sin2 a

dp

dz
. ~15!

To further simplify Eq.~15!, the following transformation is
applied:

j5
r

r c
, ~16!

w5vZ•
sin2 a

r c
2
•S 2

dp

dzD
. ~17!

The z-component momentum equation at any cross section
of the wedge flow then becomes as follows:

]2w

]j2
1

1

j

]w

]j
1

1

j2

]2w

]d2
1150. ~18!

The associated boundary conditions are

]w

]j
5S~z! at j5

r c

r c
51, ~19!

w50 at j5
r w

r c
5

cosu

sin~a1d!
, ~20!

]w

]d
50 at d50. ~21!

Equation ~19! indicates a shear stress distribution, repre-
sented by the dimensionless parameterS(z), along the free
surface in the flow direction. Equations~20! and~21! denote,
respectively, the no-slip condition at the solid walls and the
symmetry condition at the mid-plane of the wedge.

As described in Sec. II B, in order to simulate the propa-
gation of the liquid column in a wedge, the average velocity
v̄Z has to be represented in terms of the centerline height
h(z,t) as indicated by Eq.~11!. From Eq.~17!, v̄Z can be
expressed as follows:

v̄Z5w̄•

r c
2
•S 2

dp

dzD
sin2 a

. ~22!

Since the free surface at any cross section is a circular arc
with a radiusRc , the pressure gradientdp/dz is reduced to,
with the aid of Eq.~5!,

dp

dz
5

d

dz S p`2
s/Rc

P0
D52

d

dz S 1

hD5
1

h2

dh

dz
. ~23!

The expression ofv̄Z then becomes, with the substitution of
Eq. ~23! into Eq. ~22!,

v̄Z52S w̄• f 2

sin2 a
D • dh

dz
, ~24!

or

v̄Z52Fi•hZ , ~11!

with

Fi5
w̄• f 2

sin2 a
. ~25!

Since the average velocityv̄Z is proportional toFi , it is
therefore namedFi the flow coefficient in the present study.

Equation~11! indicates thatv̄Z is determined solely by
the slope of the centerline heighthZ . As a result, there may
exist a finite propagation speed even at the tip of the liquid
column whereh50 andhZ possesses a finite value.

Equation~18! is then solved numerically followed by the
calculations of the average velocityw̄ and the flow coeffi-
cientFi for various combinations of the half-wedge anglea,
the contact angleu, and the shear-stress parameterS. Equa-
tion ~13! is hence employed to calculate the propagation of
the liquid column along the wedge.

To solvew(j,d), Eq. ~18! was first cast into a central-
spaced finite difference equation and calculated numerically
with the associated boundary conditions, i.e., Eqs.~19!–~21!.
Supplementary numerical computations were then performed
on various grid systems, which suggested that satisfactory
grid independence could be achieved with a~40340!-grid.
The numerical results were further justified through compari-
son ofFi with those obtained by Weislogel and Lichter.19

The flow situation withS50.0 will be used to study the
effects ofa andu on the flow motion. The computed results
of w̄ andFi are listed in Table I with the variation ofFi also
shown in Fig. 3. Note that the Concus–Finn condition has to
be always satisfied by any assignment ofa andu. It can be
learned from Fig. 3 that althoughFi always increases withu
for any fixed value ofa, it reaches a minimum value first and
then ascends asa increases for a fixed value ofu. The results
are in good consistency with those obtained by Weislogel
and Lichter,19 which thus justifies the validity of the present
analysis and numerical calculations.

The dimensionless parameterS represents the interfacial
shear stress at each cross section of a capillary wedge flow.
According to the condition shown in Eq.~19!, a negative
value ofS indicates the interfacial shear stress is acting in the
flow direction and, consequently, the flow is strengthened.
With a positive value ofS, the interfacial shear stress is op-
posing the flow motion and a reverse flow may exist near the
free surface ifS is large enough.

2036 Phys. Fluids, Vol. 16, No. 6, June 2004 S.-K. Su and C.-L. Lai

Downloaded 25 Aug 2008 to 140.112.113.225. Redistribution subject to AIP license or copyright; see http://pof.aip.org/pof/copyright.jsp



Shown in Fig. 4 are the flow distributions forS50.05,
0.075, and 0.1 witha545° andu530°. It can be seen that
whenS50.05, the reverse flow starts to occur from the upper
corner near the free surface where the velocity and momen-
tum of the liquid originally driven by the capillary effect are
smallest due to the large viscous resistance therein resulted
from the no-slip boundary condition at the adjacent solid
wall. As S increases, the reverse flow region extends toward
the central portion of the cross section of the wedge flow and
becomes larger and larger.

Consequently, the average velocityw̄ and the flow coef-
ficient Fi at a cross section will change asSvaries. Presented
in Fig. 5 are the variations ofw̄ andFi with S for a545° and
u530°. It can be seen that bothw̄ andFi decrease linearly
with S. It is also indicated in the figure that whenS'0.1, the
region of the reverse flow becomes so large that bothw̄ and
Fi turn to be negative values. Of course, in practical situa-
tions S is usually a small value.

To conclude, the variations ofa, u, andSwill result in a
variation of Fi and, thus, affect the flow motion and the

FIG. 3. Variation ofFi with a andu; S50.0. Exact solution fora5u545°
and asymptotic approximations fora approaching 0° and 90°@Weislogel
and Lichter~Ref. 19!# are also included for comparison as references.

TABLE I. The computed results ofw̄ andFi as functions ofa andu for flow situation withS50.0.

a

u50° u510° u520°

w̄ Fi w̄ Fi w̄ Fi

5 1.32E201 0.1584 1.28E201 0.1588 1.16E201 0.1593
10 1.04E201 0.152 1.00E201 0.1524 8.98E202 0.1531
20 6.09E202 0.1407 5.84E202 0.1413 5.10E202 0.1427
30 3.03E202 0.1329 3.15E202 0.134 2.63E202 0.136
40 1.64E202 0.1285 1.52E202 0.1302 1.17E202 0.1331
45 1.09E202 0.1275 9.99E203 0.1297 7.20E203 0.1331
50 6.96E203 0.1272 6.22E203 0.13 4.05E203 0.1342
60 2.31E203 0.1288 1.88E203 0.1336 7.58E204 0.1397
65 1.15E203 0.1306 8.45E204 0.1371 1.61E204 0.1446
70 4.84E204 0.133 2.89E204 0.1422
75 1.58E204 0.1358 5.33E205 0.1494
80 3.20E205 0.1388
85 2.05E206 0.1415

a

u530° u540° u550°

w̄ Fi w̄ Fi w̄ Fi

5 9.70E202 0.1598 7.40E202 0.1605 4.98E202 0.1612
10 7.38E202 0.154 5.44E202 0.155 3.44E202 0.1561
15 5.48E202 0.1487 3.86E202 0.15 2.23E202 0.1514
20 3.96E202 0.1442 2.62E202 0.1458 1.33E202 0.1475
25 2.77E202 0.1407 1.68E202 0.1425 7.00E203 0.1444
30 1.85E202 0.1381 9.92E203 0.1402 2.90E203 0.1423
35 1.17E202 0.1365 5.14E203 0.1388 6.76E204 0.1411
40 6.77E203 0.1359 2.10E203 0.1385
45 3.44E203 0.1363 4.83E204 0.1391
50 1.38E203 0.1378
55 3.09E204 0.1405

a

u560° u570° u580°

w̄ Fi w̄ Fi w̄ Fi

5 2.76E202 0.162 1.06E202 0.1629 1.23E203 0.1641
10 1.68E202 0.1573 4.50E203 0.1588
15 8.90E203 0.153 1.07E203 0.1548
20 3.73E203 0.1493
25 8.77E204 0.1464
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propagation of the liquid column along a wedge. The analy-
sis will be given in next section.

IV. PROPAGATION AND TIP LOCATIONS OF THE
LIQUID COLUMN

A. Numerical simulation

The shear stresses acting on the gas–liquid interface and
the variation of the wedge angle have great influence on the
motion of capillary flow in a wedge, and are crucial to the
controlling of the wedge flow or the heat transfer in a micro
heat pipe. The present work is focused on the interfacial
shear-stress effect on the capillary flow in a wedge with a
constant wedge angle. The shear stresses imposed on the free
surface of a wedge flow might be considered, as an example,
as the result due to the viscous interaction between the liquid
and vapor in a micro-tube. The gaseous phase, flowing in the

same or opposite direction of the liquid flow, will result in,
respectively, an acceleration or a deceleration of the wedge
flow.

With a andu both assumed constant, the shape factorFA

is independent ofz and hence Eq.~13! will be applied in the
subsequent discussion. By assuming the interfacial shear
stresses be constant at each cross section but vary withz, the
shear-stress parameterS is then a function ofz, i.e., S
5S(z). Since the flow coefficientFi5Fi(a,u,S), it is also a
function ofz. Accordingly, the similarity solutions suggested
by Weislogel and Lichter19 become inapplicable. For conve-
nience, Eq.~13! is repeated in the following:

2
]h

]t
52Fi S ]h

]zD 2

1
]Fi

]z
•h

]h

]z
1Fi•h

]2h

]z2
. ~13!

To solve Eq.~13!, the flow coefficient functionFi(z) must
be specified beforehand. As discussed in Sec. III and shown
in Fig. 5, Fi varies linearly withS for fixed a and u. The
following linear approximation is, therefore, assumed:

Fi~z!5c11c2S~z!, ~26!

with c1 and c2 being two constants to be determined from
the curve fitting of the (Fi ,S) data, i.e., Fig. 5~b!. Actually,
the interfacial shear-stress distribution along the flow direc-
tion, i.e.,S(z), has to be solved from the coupled equations
of the gaseous phase and the liquid column. However, in
order to understand the effect on the transient capillary flow
motion in a wedge due to the variation of interfacial shear
stresses, a linear distribution ofS(z) is assumed simply for
the purpose of demonstration, i.e.,

S~z!5c31c4•z. ~27!

In the above equation,c3 andc4 are arbitrary constants to be
specified in accord with the physical situations to be demon-
strated. For example, forS(z).0 with c3.0 andc4,0, Eq.
~27! indicates an decreasing interfacial shear-stress distribu-
tion acting in the (2z)-direction due to a counter gaseous
flow opposing the liquid motion. IfS(z),0 with c350 and
c4,0, Eq. ~27! then represents a gaseous flow in the same
direction of the liquid motion with an increasing interfacial
shear-stress distribution. With the flow coefficient function
determined from Eqs.~26! and ~27!, Eq. ~13! is a nonlinear

FIG. 4. Thew-distributions fora545°, u530°: ~a! S50.05; ~b! S50.075; ~c! S50.1.

FIG. 5. The variations ofw̄ andFi with S for a545° andu530°: ~a! w̄ vs
S; ~b! Fi vs S.

2038 Phys. Fluids, Vol. 16, No. 6, June 2004 S.-K. Su and C.-L. Lai

Downloaded 25 Aug 2008 to 140.112.113.225. Redistribution subject to AIP license or copyright; see http://pof.aip.org/pof/copyright.jsp



partial differential equation ofh(z,t) which is to be solved
numerically to simulate the propagation of the liquid column
in a wedge.

Several important aspects regarding the numerical simu-
lation of Eq. ~13! need to be addressed first. They are~1!
linearization of the nonlinear terms (]h/]z)2, h(]h/]z), and
h(]2h/]z2); ~2! specification of the initial condition, i.e., the
initial distribution ofh(z); ~3! establishment of the grid sys-
tem; ~4! specification of the boundary conditions for the
constant-flow-rate stage and the constant-height stage, re-
spectively;~5! determination of the tip location of the liquid
column l; ~6! re-scope of the computational domain to ac-
commodate the propagation of the liquid column.

The strategies and methods to deal with the above as-
pects are described detailedly in the following:

~1! Linearization of the nonlinear terms:
Before the finite difference formulation is carried out,

Eq. ~13! needs to be linearized first as follows:

S ]h

]zD 2

'S ]h

]zD
n21

S ]h

]zD
n

, ~28!

hS ]h

]zD'
1

2
hn21S ]h

]zD
n

1
1

2
hnS ]h

]zD
n21

, ~29!

h
]2h

]z2
'

1

2
hn21S ]2h

]z2 D
n

1
1

2
hnS ]2h

]z2 D
n21

. ~30!

In the above expressions, the subscripts (n21) andn denote,
respectively, the values at the previous and present time
steps.

~2! Specification of the initial distribution:
An input of the initial distribution ofh(z) is needed to

solve Eq.~13!. Since the present analysis does not study the
flow motion from the start-up stage, any specification of the
initial distribution of h(z) will be an approximation. In the
present study, the initial condition is given from the results of
the similarity solutions for the constant-flow-rate stage or the
constant-height stage, respectively. The numerical computa-
tion is then employed to study the interfacial shear-stress
effects on the subsequent propagation of the liquid column.

~3! Establishment of the grid system:
Before establishing the whole grid system in (z,t)-plane,

certain definitions need to be introduced first. Lett( j ) denote
the present time instant;l (t( j )), the length of liquid column
at timet( j ); m( j ), the number of space interval totally cov-
ered by the liquid column at timet( j ). We then have

t~ j !5t~0!1 j •Dt, j 50,1,2,...,n ~31!

and

z~ i !501 i •Dz,

i 50,1,2,...,m~ j !21,m~ j !,m~ j !11,...,k21,k, ~32!

with

Dz5~ l ~ t~0!!20!/m~0!. ~33!

In Eq. ~32!, the parameterk is a given integer which deter-
mines the permissible computational domain in space, i.e.,

@0,z(k)#, and covers at least three times of the initial liquid-
column length. Moreover, from the definition ofm( j ),

h~z~ i !,t~ j !!50 for i>m~ j 11!, j 50,1,2,...,n ~34!

and

m~ j !>m~ j 21!, ~35!

because of the propagation of the liquid column as time pro-
ceeds. In general, the tip of the liquid column is not located
exactly at the grid point except at the initial stage when
z(m(0))5 l (t(0)) and h(z(m(0),t(0))50 by assignment.
Once the grid system is determined, the linearized form of
Eq. ~13! can then be cast into a finite difference equation
with a forward-time, central-spaced scheme.

~4! Specification of the boundary conditions:
Since Eq.~13! is a second-order partial differential equa-

tion in variablez, two boundary conditions are needed to
solve the equation. However, because the tip location of the
liquid column is not exactly at the grid point as it propagates,
the boundary condition ofh(z(m( j )),t( j ))50 becomes in-
appropriate for the corresponding finite difference equation
and cannot be applied in the numerical computation. Instead,
h(z(m( j )),t( j )) will be approximated by a linear extrapola-
tion from h(z(m( j )22),t( j )) and h(z(m( j )21),t( j )),
which then provides an extra equation for computation to
deal with one of the boundary conditions. Another boundary
condition to be satisfied depends on the flow situation, i.e.,
the constant-flow-rate stage or the constant-height stage.

~a! The constant-flow-rate stage:
Since the constant-flow-rate condition implies that

(d/dt)*0
l (t)h2(z,t)dz is a constant, the corresponding finite

difference equation of this condition is as follows:

1

Dt F (i 50

m~ j !

h2~z~ i !,t~ j !!2 (
i 50

m~ j 21!

h2~z~ i !,t~ j 21!!G5C,

j 50,1,2,...n, ~36!

in which C is a constant to be calculated from the similarity
solution. Equation~36! then provides another equation for
computation.

~b! The constant-height stage:
The other boundary condition of Eq.~13! for the

constant-height condition is simply described by

h~z~0!,t~ j !!5h~z~0!,t~0!!, j 50,1,2,...,n, ~37!

whereh(z(0),t(0)) is theinitial height of the liquid column
at z(0) attained from the similarity solution.

~5! Determination of the tip location,l:
Since the tip location of the liquid column is not located

exactly at the grid point, as discussed previously, it will be
approximated by a linear extrapolation fromh(z(m( j )
21),t( j )) andh(z(m( j )),t( j )). That is, the tip location,l,
will be determined by the intercept of the straight line with
a slope h(z(m( j )),t( j ))2h(z(m( j )21),t( j ))/z(m( j ))
2z(m( j )21) and thez-axis.

~6! Re-scope of the computational domain:
The permissible computational domain of space is

@0,z(k)# while the real computational domain of space is
@0,z(m( j ))# which is the maximum length totally covered by
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the liquid column, as defined in strategy~3!. Since the liquid
column keeps increasing as time proceeds, the re-scope of
the real computational domain becomes necessary. A crite-
rion based on the tip location is applied to determine the
necessity of the re-scope. If the tip location determined by
the linear extrapolation as presented in strategy~5! is over
one grid spaceDz, the computational domain will be in-
creased accordingly; otherwise, it will remain the same. We,
thus, havem( j )>m( j 21).

A flow chart illustrating the numerical procedure incor-
porating the above strategies and methods to solve Eq.~13!
is included in Fig. 6. With the numerical scheme described
above, the distribution ofh(z,t) and the propagation ofl (t)
are then computed for the constant-flow-rate and constant-
height stages.

B. Results and discussion of the flow motion

In this section, the variations ofh(z,t) and l (t) for dif-
ferent values of the half-wedge anglea, the contact angleu,
and a linear shear distribution ofS(z) are investigated by
numerical simulation. The results are then presented and dis-
cussed systematically.

In order to attain an accurate and stable numerical solu-
tion of h(z,t) with reasonable computational time, an appro-

priate grid system is needed. In the following, a capillary
wedge flow witha545°,u530°, andS50.0 will be used for
the grid independence test.

As discussed in the previous section, the space interval
Dz is determined by the specification of the value ofm(0),
i.e., Dz5 l (t(0))/m(0). Thus, computations withm(0)
550, 100, 200, 300, 400, and 500 and withDt50.1 are
performed for comparison. It is concluded that satisfactory
results can be achieved withm(0)5400 for the constant-
flow-rate stage andm(0)5300 for the constant-height flow
stage.

With the space interval determined above, computations
with Dt50.05, 0.1, 0.5, and 1.0 are performed to examine
the appropriateness of the time interval. The tip locations
l (t) computed at certain time instants are compared with
those predicted by the similarity solution. A reasonable time
interval with Dt50.1 is thus selected for the subsequent
computations.

1. A free shear-stress distribution, S Ä0.0

In this subsection, the propagation and tip location of the
liquid column along a wedge witha545°, u530°, andS
50.0 are simulated by the numerical method developed in
last section. The distributions ofh(z,t) at different time in-
stants are shown in Fig. 7; Fig. 7~a! is for the constant-flow-

FIG. 6. Flow chart for the numerical calculations ofh(z,t) and l (t).

FIG. 7. The variations ofh(z,t) from the numerical simulation witha545°,
u530°, andS50.0: ~a! The constant-flow-rate stage;~b! the constant-height
flow stage.
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rate stage and Fig. 7~b! is for the constant-height flow stage.
The corresponding tip locations as a function of time are
plotted in Figs. 8~a! and 8~b!, respectively. In Fig. 7~a!, the
liquid heights atz50, i.e.,h(0,t), approach to each other as
time proceeds, which indicates that the flow possesses a ten-
dency to move from the constant-flow-rate stage toward the
constant-height flow stage, as observed experimentally.19

The log–log diagram in Fig. 8 also indicates a functional
relationship between the tip locationl and timet, i.e., l (t)
}t3/5 and l (t)}t1/2 for the constant-flow rate stage and the
constant-height flow stage, respectively. These results are
identical to those predicted by the similarity solutions. The
validity and accuracy of the numerical scheme developed in
the present study is thus justified.

2. A constant shear-stress distribution, S Äconstant

A capillary wedge flow with a constant shear-stress dis-
tribution imposed on the free surface is studied in this sub-
section. From the definition ofS, a negative value ofS rep-
resents a shear-stress distribution acting in the flow direction
and a positive value ofS is in the direction opposing the
wedge flow. Sincea, u, and S are independent of the flow
direction z, the flow coefficientFi(a,u,S) is a constant.
Thus, similarity solutions exist. The numerical method de-
veloped in last section is also applicable.

The variation ofh(z,t) and the corresponding tip loca-
tions as a function of time for different values ofa, b, andS
are all similar to those shown in Figs. 7 and 8. The results
indicate that:~1! For whatever combination ofa, u, andS, a
large value of the flow coefficientFi correspond to a larger

propagation speed of the liquid column.~2! When the shear-
stress distribution on the free surface is acting in the flow
direction, the capillary wedge flow is strengthened while
when the shear stresses are opposing the flow, reverse flows
may occur near the free surface, Fig. 4, and the capillary
wedge flow is retarded. As a result, with a negative value of
S, the flow coefficientFi and thus the propagation speed of
the liquid column becomes larger while with a positive value
of S, they are smaller compared to those obtained with a free
shear condition.~3! Both the similarity solution and the nu-
merical simulation predictl (t)}t3/5 for the constant-flow-
rate stage andl (t)}t1/2 for the constant-height flow stage.
This fact justifies once again the validity of the numerical
method developed in this study.

3. A linear shear-stress distribution, S Äc3¿c4"z

The shear-stress distribution imposed on the free surface
of a capillary wedge flow is to simulate the interaction be-
tween the liquid flow and the adjacent vapor flow. If the
vapor is flowing in the same or opposite direction of the
capillary wedge flow, a negative or positive value ofS(z) is
specified correspondingly. In general, the shear-stress distri-
bution is a function of the flow directionz. However, since
the correct shear-stress distribution must be attained from
solving the coupled equations of the liquid and vapor flow,
any specification of the shear-stress distribution on the free-
surface will be an approximation. Therefore, a linear distri-
bution of S(z) will be assumed in the following analysis
simply for the purpose of demonstration of the essential
physics. In addition, as discussed in Section 3, there exists a
linear relation betweenFi and S, which, derived from the
curve fitting of the data shown in Fig. 5, gives

Fi50.136321.4277•S~z!. ~38!

SinceFi(z) is a function ofz, similarity solutions, in general,
may not exist and the numerical simulation of Eq.~13! has to
be employed.

The following four distributions ofS(z) will be used in
the subsequent computations and analysis:

S~z!50.010.1•z, ~39!

S~z!50.07520.1•z, ~40!

S~z!520.110.1•z, ~41!

S~z!50.020.1•z. ~42!

Equations~39! and~40! represent, respectively, an increasing
and decreasing shear-stress distribution acting in the
2z-direction to simulate a counter vapor flow. Equations
~41! and~42! denote, respectively, a decreasing and increas-
ing shear-stress distribution acting in the1z-direction to
simulate a vapor flow in the same direction of the capillary
wedge flow.

With the S-distribution described by Eq.~39!, the varia-
tions of h(z,t) and the tip locationl (t) are similar to those
with a free shear, i.e., Figs. 7 and 8. However, the functional
relationship between the tip location and time is no longer

FIG. 8. The relationships betweenl (t) and t with a545°, u530°, andS
50.0: ~a! the constant-flow-rate stage;~b! the constant-height flow stage.
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l (t)}t3/5 for the constant-flow-rate stage and no longerl (t)
}t1/2 for the constant-height flow stage; it varies as the liquid
column propagates, e.g., Fig. 9. In average,

l ~ t !}t0.500, ~43!

for the constant-flow-rate stage, and

l ~ t !}t0.374, ~44!

for the constant-height flow stage.
The variations ofh(z,t) and l (t) with the S-distribution

described by Eq.~40! are then computed for the two flow
stages. Due to the variation ofS(z), the functional relation-
ship betweenl andt varies along the flow direction. In aver-
age,

l ~ t !}t0.502, ~45!

for the constant-flow-rate stage, and

l ~ t !}t0.420, ~46!

for the constant-height flow stage.
It can be learned from the above results that:~1! For the

S- distributions as described by Eqs.~39! and ~40! with S
.0, the functional relationship betweenl and t becomes
milder, i.e., the power oft is smaller than that with a constant
S. This result indicates that, with an opposing interfacial
shear-stress distribution, the propagation speed of the liquid
column becomes slower.~2! When the opposing shear
stresses become weaker as the liquid column propagates
downstream, the distribution ofh(z,t) tends to change from
a convex to a concave shape, as shown in Fig. 10.

Results computed with Eqs.~41! and~42! are obtained in
a similar way. Once again, the functional relationship be-
tween l and t varies as the liquid column propagates due to

the variation ofS(z). In the average, when computed with
Eq. ~41!, a decreasing shear-stress distribution acting in the
1z-direction,

l ~ t !}t0.611, ~47!

for the constant-flow-rate stage, and

l ~ t !}t0.534, ~48!

for the constant-height flow stage. When computed with Eq.
~42!, an increasing shear-stress distribution acting in the
1z-direction,

l ~ t !}t0.677, ~49!

for the constant-flow-rate stage, and

l ~ t !}t0.587, ~50!

for the constant-height flow stage.
The results indicate that:~1! For the S-distribution as

described by Eqs.~41! and ~42! with S,0, the functional
relationship betweenl andt becomes stronger, i.e., the power
of t is larger than that with a constantS. ~2! When the shear
stresses acting in the flow direction become stronger as the
liquid column propagates downstream, the distribution of
h(z,t) tends to change from a convex to a concave shape,
similar to Fig. 10 but milder.

Although the propagation of the liquid column and tip
location are calculated and predicted for a transient capillary
wedge flow, there are certain limitations of the model ap-
plied. Because of the assumption of slenderness, the model
cannot be applied to the start-up stage. Only the constant-
flow-rate stage and the constant-height stage, which were
suggested from experimental observations, are analyzed. As
a result of the above limitations, there is a lack in the initial
conditions for the prediction of the liquid column propaga-
tion and has to resort to the similarity solutions as an ap-
proximation. In addition, the linear relationship between the
flow coefficientFi and the interfacial shear stress distribution
S(z) as indicated by Eq.~38! is only valid for small values of

FIG. 9. The relation betweenl (t) ant t for the constant-flow-rate stage with
a545°, u530°, andS(z)50.07520.1•z.

FIG. 10. The variation ofh(z,t) for the constant-flow-rate stage with
a545°, u530°, andS(z)50.07520.1•z.
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S(z) with a545° andu530°. The coefficient in the equation
have to be changed for different values ofa and u. The
numerical scheme needs then to be modified accordingly. A
more complete model which can predict the liquid column
propagation of a capillary wedge flow from the start-up stage
becomes therefore very realistic and important. Moreover, in
order to investigate more precisely the interaction between
the liquid column propagation and the adjacent gaseous flow,
a model and numerical scheme need to be developed so that
the coupling between these two phases can be simulated ap-
propriately.

V. CONCLUSIONS

The effects on the transient capillary flow in a wedge
due to the interfacial shear-stress distribution,S, in the flow
direction,z, is studied theoretically. With the assumptions of
a slender liquid column and negligible gravitational and in-
ertia effects, the problem is reduced to finding the axial ve-
locity distribution at any cross section. The propagation of
the liquid column,h(z,t), and the tip location,l (t), are then
solved with the aid of the continuity equation. The following
conclusions are drawn from the present study.

~1! When the half-wedge anglea, the contact angleu,
and the shear-stress distribution on the free surfaceS are
constant, analytic solutions exist. Otherwise, numerical
simulation has to be applied.

~2! For a capillary flow in a wedge with constanta, u,
andS, both the analytic solutions and the numerical simula-
tion predict thatl (t)}t3/5 for the constant-flow-rate stage and
l (t)}t1/2 for the constant-height flow stage.

~3! When S is a function of the flow directionz, the
above functional relationship betweenl and t becomes no
longer valid; it varies as the liquid column propagates along
the wedge.
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